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BITZER has developed the new ORBIT+ series featuring the 
line start permanent magnet motor technology (LSPM) in order 
to address the new needs of the scroll chiller market in terms 
of efficiency. From January 2018 (Tier 1) and 2021 (Tier 2) on, 
air conditioning chillers must meet the requirements of the EU 
Ecodesign Regulation 2016/2281. For placing a product on the 
market, the Minimum Energy Performance Standards (MEPS) 
must be complied with and declared by the manufacturer. In 
its new ORBIT+ series BITZER has already implemented the 
necessary measures at an early stage in order to comply with 
or even exceed these efficiency criteria. 

The LSPM motor takes the compressor efficiency to a new 
level and increases the seasonal performance. The technology 
combines the efficiency of a permanent magnet motor with the 

robustness and easy use of an asynchronous motor. The rotor 
of a LSPM motor synchronizes with the operating frequency 
and rotor induction losses become zero. Increased efficiency 
over the complete working range of the motor is achieved. The 
LSPM motor can either be connected directly to the power 
supply system or be operated with a frequency inverter. 

Due to this intelligent improvement, the new ORBIT+ series 
helps to fulfil the EU Ecodesign requirements without making 
changes to the chiller platform necessary. Whereas the cooling  
capacity is increased by 3-5% in air- and water-cooled systems, 
the seasonal performance (SEER/IPLV) is increased even by 
5-8%. A high seasonal performance reduces the TEWI (Total 
Equivalent Warming Impact) and operating costs and thus 
minimizes the A/C industry’s contribution to global warming.

New series with LSPM motor  –  ORBIT+
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3-5% higher cooling capacity

SEER: Sensonal Energy Efficiency Ratio according to EN 14825
IPLV: Integrated Part Load Value according to AHRI550/590
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BITZER Innovationsziele

Produkte für Kältemittel mit  
niedrigem Treibhauseffekt (GWP)

//	 für	natürlich	vorkommende	Stoffe

// für neue Kältemittel wie R1234yf, R1234ze(E) und  
Niedrig-GWP-Gemische

Diese Kältemittel reduzieren den direkten Beitrag zur 
Erderwärmung durch Kälteanlagen.

Produkte mit hoher Effizienz in Voll- und Teillast

//	 Effizienzsteigerung	von	Motor	und	Mechanik

//	 hohe	Anlageneffizienz	im	Teillastbetrieb
 – durch optimierte mechanische Leistungsregler

 – durch speziell entwickelte Frequenzumrichter

Das reduziert den indirekten Beitrag zur Erderwärmung 
durch Energieeinsparung.

Einfache Bedienbarkeit und  
Wartung mit hochentwickelten  Elektronikmodulen

// Elektronische Komponenten zur
	 –	 Betriebsdatenerfassung
 – Leistungsregelung
	 –	 Ansteuerung	des	Zubehörs

// Einheitliche Bediensoftware zur einfachen 
	 Konfiguration.	Verdichter	oder	Verflüssigungssatz	
 und Kältemittel wählen. Loslegen.

Dadurch	wird	es	einfach,	das	Effizienzpotenzial	 
unserer	Produkte	voll	auszuschöpfen	und	den	Betrieb	
zu optimieren.

Halbhermetische Hubkolbenverdichter für CO2
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Einleitung

Das Kältemittel R744/CO2 wird in vielen Anlagen in der 
Gewerbekälte,	in	der	Industriekälte	und	in	Wärmepum-
pen eingesetzt.

Die	ECOLINE	Verdichter	für	subkritische	Anwendungen	 
sind	für	Tiefkühlung	in	Kaskaden-	und	in	Booster-
anlagen entwickelt und eignen sich auch für ähnliche 
Anwendungen, z. B. mit sole- oder kaltwassergekühlten 
Verflüssigern.
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BITZER's new Flexible Injection Technology (FIT) enables 
economised operation in a whole new class of scroll HVAC 
systems with both todays and tomorrows refrigerants. System 
designers can realize up to 15% additional cooling capacity, 
and around 5% increase in full load efficiency in cooling only 
systems. And, in reversible and heat pump applications, the 
benefits can more than double.

BITZER's ORBIT FIT maintains current mounting and 
connecting locations, allowing designers the option of utilizing 
BITZER Advanced Header Technology (BAHT) and even 
variable speed drives to create systems targeted to their 
budget, value and life-cycle customers, and with reduced 
manufacturing complexity.

New series for economiser operation – ORBIT FIT

Extended application limits for ORBIT FIT

Application limits for ORBIT+
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BITZER Verdichter für  
subkritische CO

2
-Anwendungen

Die	ASERCOM	zertifizierten	BITZER	Verdichter	der	
SL-Serie sind das Resultat aus mehr als 15 Jahren 
Erfahrung und einer kontinuierlichen Weiterentwicklung 
im	Bereich	subkritischer	CO2-Anwendungen.

Die	18	Verdichter	mit	einer	Kälteleistung	von	1,9	bis	
82 kW①	bieten	höchste	Energieeffizienz	bei	maximaler	
Zuverlässigkeit und sind zudem optimal geeignet für 
den	Betrieb	mit	Frequenz	umrichter	zur	Leistungsrege-
lung und Leistungssteigerung.

①	Basierend	auf:		to = -35°C, tc = -5°C, 
∆toh = 20 K, 50 Hz

Attribute und technische Merkmale

//	 18	Verdichter	mit	einem	Fördervolumen	von	1,3	bis	
46,9	m3/h

//	 Speziell	angepasste	Motorversion	
für	Verflüssigungstemperaturen	bis	tc = 15°C

// Gehäuse mit hoher Druckfestigkeit
	 –	 Hochdruckseite	bis	53	bar
	 –	 Niederdruckseite	bis	30	bar

//	 Optimal	geeignet	für	Betrieb	mit	Frequenzumrichter	
zur Leistungs steigerung und Leistungsregelung

//	 Verschleißfestes	Triebwerk	mit	weiterentwickelten	
Mehrschichtlagern

//	 Hocheffiziente	und	robuste	Arbeitsventile

// Fortschrittliches Schmiersystem mit Ölzentrifuge

// Bewährte Zuverlässigkeit

// Leise und schwingungsarm

In	Kombination	mit	den	CO2-Verdichtern	für	transkriti-
schen	Betrieb	können	mit	den	Verdichtern	der	SL-Serie	
sehr	effiziente	Normal-	und	Tiefkühlverbundanlagen	für	
ein weitreichendes Leistungsspektrum erstellt werden. 
Dies	gilt	besonders	für	ganzheitliche	Anlagenkonzepte	
mit Wärmerück gewinnung.

Universelle	Einsatzmöglichkeiten	bei	sehr	günstiger	
Öko-Effizienz	bietet	darüber	hinaus	die	Hybridlösung	in	
Form einer Kaskade mit CO2-Direktverdampfung in der 
Tiefkühlstufe.

Leistungspalette BITZER Verdichter für subkritische CO
2
-Anwendungen 
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BITZER has developed the new ORBIT+ series featuring the 
line start permanent magnet motor technology (LSPM) in order 
to address the new needs of the scroll chiller market in terms 
of efficiency. From January 2018 (Tier 1) and 2021 (Tier 2) on, 
air conditioning chillers must meet the requirements of the EU 
Ecodesign Regulation 2016/2281. For placing a product on the 
market, the Minimum Energy Performance Standards (MEPS) 
must be complied with and declared by the manufacturer. In 
its new ORBIT+ series BITZER has already implemented the 
necessary measures at an early stage in order to comply with 
or even exceed these efficiency criteria. 

The LSPM motor takes the compressor efficiency to a new 
level and increases the seasonal performance. The technology 
combines the efficiency of a permanent magnet motor with the 

robustness and easy use of an asynchronous motor. The rotor 
of a LSPM motor synchronizes with the operating frequency 
and rotor induction losses become zero. Increased efficiency 
over the complete working range of the motor is achieved. The 
LSPM motor can either be connected directly to the power 
supply system or be operated with a frequency inverter. 

Due to this intelligent improvement, the new ORBIT+ series 
helps to fulfil the EU Ecodesign requirements without making 
changes to the chiller platform necessary. Whereas the cooling  
capacity is increased by 3-5% in air- and water-cooled systems, 
the seasonal performance (SEER/IPLV) is increased even by 
5-8%. A high seasonal performance reduces the TEWI (Total 
Equivalent Warming Impact) and operating costs and thus 
minimizes the A/C industry’s contribution to global warming.

New series with LSPM motor  –  ORBIT+

6,0%

4,0%

2,0%

40,0%

40

40

tons

tons*

30

30

20

20

10

10

40

40

ES
D8
18
2

ES
D8
18
2

ES
D8
23
5

ES
D8
23
5

ES
D8
29
5

ES
D8
29
5

ES
D8
38
5

ES
D8
38
5

ES
D8
42
1

ES
D8
42
1

GSU60
12

0V
A

GSU60
23

5V
A

GSU80
29

5V
A

GSU80
42

1V
A
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SEER: Sensonal Energy Efficiency Ratio according to EN 14825
IPLV: Integrated Part Load Value according to AHRI550/590
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ECOLINE Serie für subkritische CO2-Anwendungen 
mit hohen Stillstandsdrücken

Auf	Basis	der	bewährten	SL-Serie	wurde	eine	eigene	
Baureihe	für	die	spezifischen	Ansprüche	subkritischer	
CO2-Anwendungen	für	hohe	Anforderungen	bei	den	
Stillstandsdrücken	und	Verflüssigungstemperaturen	
entwickelt.

Besonders	geeignet	sind	die	Verdichter	mit	Motor	1	
außerdem	für	den	Einsatz	an	Kaltwassernetzen	mit	
Verflüssigungs	temperaturen	bis	25°C.

Diese	neue	Baureihe	kombiniert	die	hohe	Energie-
effizienz	und	bewährten	Attribute	der	SL-Serie	mit	
einer	erhöhten	Druckbelastbarkeit	von	100	bar	auf	der	
Hoch- und Niederdruckseite und einem erweiterten 
Einsatzbereich.

Damit	stellt	BITZER	auch	für	Anlagen	mit	hohen	
Ansprüchen	bei	den	zulässigen	Drucklagen,	energie-
effiziente	und	betriebssichere	Verdichter	zur	Verfügung	
und reagiert damit kompromisslos auf regionale 
Marktentwicklungen.

Attribute und technische Merkmale

//	 15	Verdichter	mit	einem	Fördervolumen	von	1,7	bis	
64,9	m³/h

//	 Druckfestes	Gehäuse	ohne	Boden	platte	mit	maximal	
zulässigen		Drücken	bis	100	bar	auf	der	Hoch-	und	
Niederdruckseite

//	 Zwei	Motorvarianten	(für	2MME	..	2DME)	für	den	 
effizienten	Einsatz	in	klassischen	CO2	Tiefkühl- 
Systemen	oder	Anwendungen	mit	bis	25°C	
Verflüssigungs	temperaturen

//	 Hohe	Energieeffizienz	mit	neuer	Sauggasführung,	
besonders	angepassten,	effizienten	Arbeitsventilen	
und	optimierten	Zylinderköpfen

Leistungspalette ECOLINE Serie für subkritische CO2-Anwendungen mit hohen Stillstandsdrücken
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BITZER's new Flexible Injection Technology (FIT) enables 
economised operation in a whole new class of scroll HVAC 
systems with both todays and tomorrows refrigerants. System 
designers can realize up to 15% additional cooling capacity, 
and around 5% increase in full load efficiency in cooling only 
systems. And, in reversible and heat pump applications, the 
benefits can more than double.

BITZER's ORBIT FIT maintains current mounting and 
connecting locations, allowing designers the option of utilizing 
BITZER Advanced Header Technology (BAHT) and even 
variable speed drives to create systems targeted to their 
budget, value and life-cycle customers, and with reduced 
manufacturing complexity.

New series for economiser operation – ORBIT FIT

Extended application limits for ORBIT FIT

Application limits for ORBIT+

R410A, R452B, R454B R32
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Das neue, erweiterte Schutzkonzept

Intelligente Ansteuerung der Ölheizung zur 
Verbesserung	der	Anlagen	effizienz.

Überwachte	Verdichterparameter:
//	 Motor-	und	Druckgastemperatur
// Hochdruckschalter
// Öldruck (mit dem neuen Öldruckschalter)  

oder Ölniveau

Diagnose:
// Ein Frühwarnsystem meldet kritische  

Betriebs	zustände
// Daten-Log aller digitalen und analogen  

Ein- und Ausgänge
// Historie der Alarm- und Warnmeldungen
// Laufzeit- und Laststatistik

Kommunikation:
//	 über	Modbus	RTU	(standardisierte	Schnittstelle)
//	 über	Bluetooth
//	 Konfiguration	und	Betriebsüberwachung	über	die	

BEST	SOFTWARE
// Status-LED für schnelle Erstdiagnose
//	 Vorbereitet	für	Datenanalyse	über	das	BITZER	 

DIGITAL	NETWORK

Zubehör

IQ MODUL CM-RC-01

Die	neue	Generation	erweiterter	BITZER	Verdichter- 
module	betreibt,	überwacht	und	schützt	Hubkolbenver-
dichter	zuverlässig	und	kommuniziert	mit	dem	überge-
ordneten Anlagenregler. Sensoren und Aktoren sind  
von	BITZER	ab	Werk	vorverdrahtet	und	vorkonfiguriert.
Option:	4FME	..	6PME

Lieferumfang siehe Preisliste
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BITZER has developed the new ORBIT+ series featuring the 
line start permanent magnet motor technology (LSPM) in order 
to address the new needs of the scroll chiller market in terms 
of efficiency. From January 2018 (Tier 1) and 2021 (Tier 2) on, 
air conditioning chillers must meet the requirements of the EU 
Ecodesign Regulation 2016/2281. For placing a product on the 
market, the Minimum Energy Performance Standards (MEPS) 
must be complied with and declared by the manufacturer. In 
its new ORBIT+ series BITZER has already implemented the 
necessary measures at an early stage in order to comply with 
or even exceed these efficiency criteria. 

The LSPM motor takes the compressor efficiency to a new 
level and increases the seasonal performance. The technology 
combines the efficiency of a permanent magnet motor with the 

robustness and easy use of an asynchronous motor. The rotor 
of a LSPM motor synchronizes with the operating frequency 
and rotor induction losses become zero. Increased efficiency 
over the complete working range of the motor is achieved. The 
LSPM motor can either be connected directly to the power 
supply system or be operated with a frequency inverter. 

Due to this intelligent improvement, the new ORBIT+ series 
helps to fulfil the EU Ecodesign requirements without making 
changes to the chiller platform necessary. Whereas the cooling  
capacity is increased by 3-5% in air- and water-cooled systems, 
the seasonal performance (SEER/IPLV) is increased even by 
5-8%. A high seasonal performance reduces the TEWI (Total 
Equivalent Warming Impact) and operating costs and thus 
minimizes the A/C industry’s contribution to global warming.

New series with LSPM motor  –  ORBIT+
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SEER: Sensonal Energy Efficiency Ratio according to EN 14825
IPLV: Integrated Part Load Value according to AHRI550/590
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VARIPACK – Externe BITZER Frequenzumrichter

Zur	einfachen	und	sicheren	Leistungs	regelung	bietet	
BITZER	mit	der	Produktserie	VARIPACK	eine	neue	
Generation intelligenter Frequenzumrichter an, mit 
denen	alle	BITZER	Hubkolbenverdichter	betrieben	
werden	können.
Die	neue	VARIPACK	Frequenzumrichter-Serie	
wurde	speziell	für	die	Kältetechnik	und	den	Betrieb	
von	BITZER	Kältemittelverdichtern	entwickelt.	Im	
Zentrum der Entwicklung stand der  Bedienkomfort, die 
Zuverlässigkeit sowie die hohe Leistungsfähigkeit der 
Frequenzumrichter.

Auslegung und Zuordnung

Die	VARIPACK	Frequenzumrichter	sind	vollständig	
in	der	BITZER	SOFTWARE integriert und unter der 
Schaltfläche	„Zubehör“	zu	finden.

Durch	die	Visualisierung	der	resultieren	den	
Einsatzgrenze kann auch ohne umfangreiches 
Spezialwissen zu Frequenzumrichtern und 
manuelle Berechnungsschritte für jede Anwendung 
eine	möglichst	kostengünstige,	aber	dennoch	
betriebssichere	Auslegung	erstellt	werden.

Bedienung

Die	Kommunikation	mit	den	VARIPACK	Frequenz-
umrichtern	zur	Konfiguration,	zur	Überwachung	und	zum	
Auslesen	von	Störmeldungen	kann	erfolgen	durch:
//	 die	BEST	SOFTWARE,
// das Bediengerät.

Via	PC	lassen	sich	alle	BITZER	IQ	Pro	dukte	mit	der	
BEST	SOFTWARE	über	wachen	und	konfigurieren.	
Die	intuitive	Bedienoberfläche	verschafft	einen	
kompletten	Überblick	über	den	Betriebsstatus	inklusive	
Datenaufzeichnung für einfache Wartung und Service. 
Dies ist ganz im Sinne unserer Inno vationsziele.

Einfache Konfiguration

// Einfache Geräteparametrierung
//	 Speichern	und	Aufspielen	von	Geräteprofilen
// Firmware-Update einfach und sicher

Sichere online Diagnose

// Darstellung aller angeschlossenen Fühler,  
z.	B.	Temperaturfühler,	Ölniveauschalter,	digitale	
und analoge Ein- und Ausgänge

// Aktueller Status der Leistungsregelung

Komfortable Auswertung

// Auslesen und visualisieren der Datenaufzeichnung 
mit	allen	Betriebsparametern

// Alarmliste mit integrierter Hilfefunktion für einfache 
Wartung und Service

//	 Vorbereitet	für	Datenanalyse	über	das	BITZER	
DIGITAL	NETWORK

Kommunikation

//	 Via	BEST	Schnittstellenkonverter	und	Bluetooth

Lieferumfang siehe Preisliste
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BITZER's new Flexible Injection Technology (FIT) enables 
economised operation in a whole new class of scroll HVAC 
systems with both todays and tomorrows refrigerants. System 
designers can realize up to 15% additional cooling capacity, 
and around 5% increase in full load efficiency in cooling only 
systems. And, in reversible and heat pump applications, the 
benefits can more than double.

BITZER's ORBIT FIT maintains current mounting and 
connecting locations, allowing designers the option of utilizing 
BITZER Advanced Header Technology (BAHT) and even 
variable speed drives to create systems targeted to their 
budget, value and life-cycle customers, and with reduced 
manufacturing complexity.

New series for economiser operation – ORBIT FIT

Extended application limits for ORBIT FIT

Application limits for ORBIT+

R410A, R452B, R454B R32
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BITZER has developed the new ORBIT+ series featuring the 
line start permanent magnet motor technology (LSPM) in order 
to address the new needs of the scroll chiller market in terms 
of efficiency. From January 2018 (Tier 1) and 2021 (Tier 2) on, 
air conditioning chillers must meet the requirements of the EU 
Ecodesign Regulation 2016/2281. For placing a product on the 
market, the Minimum Energy Performance Standards (MEPS) 
must be complied with and declared by the manufacturer. In 
its new ORBIT+ series BITZER has already implemented the 
necessary measures at an early stage in order to comply with 
or even exceed these efficiency criteria. 

The LSPM motor takes the compressor efficiency to a new 
level and increases the seasonal performance. The technology 
combines the efficiency of a permanent magnet motor with the 

robustness and easy use of an asynchronous motor. The rotor 
of a LSPM motor synchronizes with the operating frequency 
and rotor induction losses become zero. Increased efficiency 
over the complete working range of the motor is achieved. The 
LSPM motor can either be connected directly to the power 
supply system or be operated with a frequency inverter. 

Due to this intelligent improvement, the new ORBIT+ series 
helps to fulfil the EU Ecodesign requirements without making 
changes to the chiller platform necessary. Whereas the cooling  
capacity is increased by 3-5% in air- and water-cooled systems, 
the seasonal performance (SEER/IPLV) is increased even by 
5-8%. A high seasonal performance reduces the TEWI (Total 
Equivalent Warming Impact) and operating costs and thus 
minimizes the A/C industry’s contribution to global warming.

New series with LSPM motor  –  ORBIT+
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SEER: Sensonal Energy Efficiency Ratio according to EN 14825
IPLV: Integrated Part Load Value according to AHRI550/590
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Leistungsdaten

Die	BITZER	SOFTWARE steht in vielen Sprachen 
sowohl als Download für Windows, als auch als 
webbasierte	Version	zur	Verfügung.	Sie	ist	mit	jedem	
Browser	kompatibel	und	immer	auf	dem	aktuellen	
Stand.	Das	Programm	eignet	sich	auch	für	Tablets	und	
Smartphones.

Die	BITZER	SOFTWARE	umfasst:

//	 Leistungsdaten	für	alle	gängigen	Kältemittel	bei	frei	
wählbaren	Betriebsbedingungen

// Alle relevanten technischen Daten
// Einsatzgrenzen
//	 Berechnungsergebnisse	und	individuell	definierte	

Leistungstabellen	der	Verdichter
// Jahreszeitliche Berechnung
//	 Maßzeichnungen
//	 Verbundschaltungen
//	 Verfügbares	Zubehör	und	dessen	Auslegung
// Alle relevanten technischen Dokumente
//	 Weitere	BITZER	Produkte

www.bitzer-software.com
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BITZER's new Flexible Injection Technology (FIT) enables 
economised operation in a whole new class of scroll HVAC 
systems with both todays and tomorrows refrigerants. System 
designers can realize up to 15% additional cooling capacity, 
and around 5% increase in full load efficiency in cooling only 
systems. And, in reversible and heat pump applications, the 
benefits can more than double.

BITZER's ORBIT FIT maintains current mounting and 
connecting locations, allowing designers the option of utilizing 
BITZER Advanced Header Technology (BAHT) and even 
variable speed drives to create systems targeted to their 
budget, value and life-cycle customers, and with reduced 
manufacturing complexity.

New series for economiser operation – ORBIT FIT

Extended application limits for ORBIT FIT

Application limits for ORBIT+

R410A, R452B, R454B R32
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ASERCOM zertifizierte Leistungsdaten 
für 2NSL .. 4NSL

Der	Verband	europäischer	Hersteller	von	
Kälteverdichtern	und	Regelgeräten	(ASERCOM)	hat	
ein	Zertifizierungsprogramm	für	Leistungsdaten	von	
Kältemittelverdichtern implementiert.

Der	hohe	Standard	dieser	Zertifizierung	wird	
gewährleistet durch

//	 Plausibilitätsprüfungen	der	Daten,	die	von	Experten	
durchgeführt werden

//	 regelmäßige	Messungen	bei	unab	hängigen	
Instituten

Dieser hohe Aufwand hat zur Folge, dass nur eine 
begrenzte	Anzahl	von	Verdichtern	eingereicht	werden	
kann.	Deshalb	sind	noch	nicht	alle	BITZER	Verdichter	
zertifiziert.

Leistungsdaten	von	Verdichtern,	die		diesen	strengen	
Anforderungen	ge	nügen,	dürfen	das	Label	„ASERCOM	
certified	product“	tragen.	Alle	zertifizierten	Verdichter	
und weitere Informationen sind auf der Internetseite 
des	ASERCOM	gelistet	(www.ASERCOM.org).

H S  K   6 4 6 1   -   6 0  -  40P

H S K 6 4 6 1   -   6 0  -  40P

H S K   6 4 6 1   -   6 0  -  40P

H S K   6 4 6 1   -   6 0  -  40P

H S K   6 4 6 1 -   6 0  -  40P

H S K   6 4 6 1   -   6 0 -  40P

Typenbezeichnung

Halbhermetischer Schraubenverdichter

Anwendungsbereich (K oder N)

Gehäusegröße (53/64/74)

Fördervolumen (4/5/6/7)

Verdichterausführung

Motorgröße und Ausführung

Type designation

Semi-hermetic screw compressor

Application range (K or N)

Housing size (53/64/74)

Displacement (4/5/6/7)

Compressor execution 

Motor size and design

Designation des types

Compresseur à vis hermétique accessible

Champ d'application (K ou N)

Taille de carter (53/64/74)

Volume balayé (4/5/6/7)

Exécution du compresseur

Taille et type du moteur

Motorkennung Motorcode Code de moteur

7SP-100-3

ASERCOM zertifizierte 
Leistungsdaten

Der Verband europäischer Hersteller
von Kälteverdichtern und Regelgeräten
(ASERCOM) hat ein Zertifizierungspro-
gramm für Leistungsdaten von Kälte-
verdichtern implementiert.

Der hohe Standard dieser Zertifizierung
wird gewährleistet durch

❏ Plausibilitätsprüfungen der Daten, die
von Experten durchgeführt werden

❏ regelmäßige Messungen bei unab-
hängigen Instituten

Dieser hohe Aufwand hat zur Folge,
dass nur eine begrenzte Anzahl von
Verdichtern eingereicht werden kann.
Deshalb sind noch nicht alle BITZER
Verdichter zertifiziert.

Leistungsdaten von Verdichtern, die
diesen strengen Anforderungen genü-
gen, dürfen das Label "ASERCOM certi-
fied product" tragen. Alle zertifizierten
Verdichter und weitere Informationen
sind auf der Web-Site des ASERCOM
gelistet (www.ASERCOM.org).

In der BITZER Software
sind die entsprechenden
Verdichter mit diesem
Label gekennzeichnet.

ASERCOM certified 
performance data

The Association of European 
Refrigeration Compressor and 
Controls Manufacturers (ASERCOM)
has implemented a procedure of 
certifying compressor performance
data.

The high standard of this certification is
assured by

❏ plausibility checks of the data 
performed by experts

❏ regular random tests at 
independent institutes

These high efforts result in the fact that
only a limited number of compressors
can be submitted. Due to this not all
BITZER compressors are certified yet.

Performance data of compressors
which meet the strict requirements may
carry the label "ASERCOM certified
product". All certified compressors 
and further information are listed on the
ASERCOM web site
(www.ASERCOM.org).

In the BITZER Software
the appropriate compres-
sors are marked with this
label.

Données de puissance certifiées par
ASERCOM

L'Association Européene des fabricants de
compresseurs et de produits de régulation
(ASERCOM) a mis en place une procédure
de certification des données de puissance
des compresseurs frigorifiques.

Le haut niveau de la certification est
garantie par

❏ contrôles de la plausibilité des valeurs
communiquées, vérifiés par des experts

❏ mesures régulières par des 
laboratoires indépendants

Ce haut soin ne permet de soumettre
simultanément qu'un nombre limité des
compresseurs. C'est la raison pour 
laquelle tous les compresseurs de BITZER
ne sont pas encore certifiés.

Les données de puissance des com-
presseurs qui satisfont strictement aux exi-
gences peuvent recevoir le label "ASER-
COM certified product". Tous
compresseurs certifiés et des informations
supplémentaires se trouvent sur la page
web (www.Asercom.org).

Dans le BITZER Software les
compresseurs concernés
sont signalés avec ce label.

CERTIF IED

P RODUC T

ASERCOM

CERTIF IED

P RODUC T

ASERCOM

CERTIF IED

P RODUC T

ASERCOM
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In	der	BITZER	Software	sind	die	zertifizier-
ten	BITZER	Verdichter	für	subkritische	
CO2-Anwendungen	mit	diesem	Label	
gekennzeichnet.

Erläuterung der Typenbezeichnung

Beispiel
2 D M E – 5 K – 40S

Kennzahl für Zylinderzahl
2 D M E – 5 K – 40S

Kennbuchstabe	für	Bohrung	x	Hub
2 D M E – 5 K – 40S

Kennbuchstabe	für	subkritische	CO2-Anwendungen
SL = Standard Stillstandsdrücke
ME	=	Hohe	Stillstandsdrücke

2 D M E – 5 K – 40S

Kennziffer	für	Motorgröße
2 D M E – 5 K – 40S

Kennbuchstabe	Ölfüllung
K = BSE85K, Z = BSG68K

2 D M E – 5 K – 40S

Motorkennung
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BITZER has developed the new ORBIT+ series featuring the 
line start permanent magnet motor technology (LSPM) in order 
to address the new needs of the scroll chiller market in terms 
of efficiency. From January 2018 (Tier 1) and 2021 (Tier 2) on, 
air conditioning chillers must meet the requirements of the EU 
Ecodesign Regulation 2016/2281. For placing a product on the 
market, the Minimum Energy Performance Standards (MEPS) 
must be complied with and declared by the manufacturer. In 
its new ORBIT+ series BITZER has already implemented the 
necessary measures at an early stage in order to comply with 
or even exceed these efficiency criteria. 

The LSPM motor takes the compressor efficiency to a new 
level and increases the seasonal performance. The technology 
combines the efficiency of a permanent magnet motor with the 

robustness and easy use of an asynchronous motor. The rotor 
of a LSPM motor synchronizes with the operating frequency 
and rotor induction losses become zero. Increased efficiency 
over the complete working range of the motor is achieved. The 
LSPM motor can either be connected directly to the power 
supply system or be operated with a frequency inverter. 

Due to this intelligent improvement, the new ORBIT+ series 
helps to fulfil the EU Ecodesign requirements without making 
changes to the chiller platform necessary. Whereas the cooling  
capacity is increased by 3-5% in air- and water-cooled systems, 
the seasonal performance (SEER/IPLV) is increased even by 
5-8%. A high seasonal performance reduces the TEWI (Total 
Equivalent Warming Impact) and operating costs and thus 
minimizes the A/C industry’s contribution to global warming.

New series with LSPM motor  –  ORBIT+
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SEER: Sensonal Energy Efficiency Ratio according to EN 14825
IPLV: Integrated Part Load Value according to AHRI550/590
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Verdichtertyp Förder-
volumen
bei	50	Hz

Anzahl
der
Zylinder

Kälteleistung

Qo (kW) 

to / tc =  
-35°C / -5°C

Leistungs-
aufnahme

Pe (kW) 

to / tc =  
-35°C / -5°C

Ölfüllung

⑤

Gewicht  Rohr- 
 anschlüsse

④

DL             SL

Motor Elektrische Daten

Max.
Betriebs-
strom

Anlauf- 
strom 
(Rotor 
blockiert)

m3/h kW kW dm3 kg mm mm V	① A	② A	③

Technische Daten und Leistungswerte

Leistungsdaten 50 Hz
bezogen	auf	20	K	Sauggasüberhitzung	und	Verdichter	mit	Saug-	und	Druckabsperrventil	ohne	Unterkühlung	
entspr.	EN12900.
BITZER Verdichter für subkritische CO2-Anwendungen

2NSL-05K 1,33 2 1,92 0,66 1,0 47 12 16

∆ 
/ 

Y

22
0.
.2
40
V	

∆-
3-

50
H

z,
 3
80
..4
20
V	
Y-
3-
50
H
z	

26
5.
.2
90
V	

∆-
3-

60
H

z,
 4
40
..4
80
V	
Y-
3-
60
H
z

3,7/2,1 20,9/12,0

2MSL-07K 1,73 2 2,54 0,71 1,0 47 12 16 4,5/2,5 25,6/14,8

2LSL-1K 2,27 2 3,55 0,98 1,0 47 12 16 5,4/3,1 28,9/16,7

2KSL-1K 2,71 2 4,24 1,17 1,0 47 12 16 6,5/3,7 39,0/22,5

2JSL-2K 3,48 2 5,57 1,52 1,0 48 12 16 8,1/4,6 44,2/25,5

2HSL-3K 4,34 2 7,08 1,91 1,0 50 12 16 9,5/5,5 44,2/25,5

2GSL-3K 5,05 2 8,46 2,23 1,0 52 12 16 12,1/6,8 68,1/39,3

2FSL-4K 6,36 2 10,89 2,85 1,0 53 12 16 15,4/8,6 68,1/39,3

2ESL-4K 7,81 2 13,54 3,41 1,5 77,5 16 22 17,5/9,7 92,7/53,5

2DSL-5K 9,22 2 16,01 4,01 1,5 77,5 16 22 20,1/11,3 107,7/62,2

2CSL-6K 11,16 2 19,45 4,85 1,5 77,5 16 22 24,8/13,9 107,7/62,2

4FSL-7K 12,41 4 20,95 5,21 2,0 94 16 28 28,2/15,7 142,8/82,4

4ESL-9K 15,62 4 26,55 6,59 2,0 94,5 16 28 33,7/18,9 168/97

4DSL-10K 18,45 4 31,50 7,81 2,0 94,5 22 28 39,3/22,0 168/97

4CSL-12K 22,32 4 38,45 9,51 2,0 100 22 28 47,6/26,7 182/105

4VSL-15K 28,94 4 49,45 12,14 2,6 153,5 22 28

P
W

38
0.
.4
20
V	

 
Y/
YY

-3
-5
0H

z
44
0.
.4
80
V	

 
Y/
YY

-3
-6
0H

z 33,5 97/158

4TSL-20K 34,44 4 59,20 14,53 2,6 153,5 28 35 40,0 97/158

4PSL-25K 40,42 4 70,00 17,14 2,6 171 28 35 48,3 135/220

4NSL-30K 46,87 4 81,80 19,99 2,6 171 28 35 55,5 135/220

Erläuterungen

①	Toleranz	(±10%)	bezogen	auf	Mittelwert	des	Spannungsbereichs.	
Andere Spannungen auf Anfrage.

②	Für	die	Auslegung	von	Schützen,	Zuleitungen	und	Sicherungen	
max.	Betriebsstrom/max.	Leistungsaufnahme	berücksichtigen.	 
Ein	schneller	Überstromschutzschalter	ist	erforderlich.

	 Schütze:	Gebrauchskategorie	AC3
③	Daten	für	Verdichter	mit	Spannungsbereich	

380	..	420	V	(220	..	240	V)	basieren	auf	Mittelwert	400	V	(230	V).
	 Umrechnungsfaktor:
	 380	V	(220	V)	0.95
	 420	V	(240	V)	1.05
④	Rohranschlüsse	können	je	nach	gewähltem	Absperrventil	variie-

ren.	Siehe	Betriebsanleitung	KB-120.
⑤	Ölfüllung:	 

BSE60K – z. B. für Kaskadenanwendungen 
BSE85K – z. B. für Booster-Anwendungen 
BSG68K – Option

Ölsumpfheizung
//	 230V
	 –	 	2NSL-05K	..	2FSL-4K:	0	..	60	W
	 –	 	2ESL-4K	..	4NSL-30K:	0	..	120/140	W 

PTC-Heizung	selbst-regulierend

  Ölheizung ist grundsätzlich erforderlich wegen hoher  
CO2-	Löslichkeit	im	Öl.

Vorläufige	Daten.
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BITZER's new Flexible Injection Technology (FIT) enables 
economised operation in a whole new class of scroll HVAC 
systems with both todays and tomorrows refrigerants. System 
designers can realize up to 15% additional cooling capacity, 
and around 5% increase in full load efficiency in cooling only 
systems. And, in reversible and heat pump applications, the 
benefits can more than double.

BITZER's ORBIT FIT maintains current mounting and 
connecting locations, allowing designers the option of utilizing 
BITZER Advanced Header Technology (BAHT) and even 
variable speed drives to create systems targeted to their 
budget, value and life-cycle customers, and with reduced 
manufacturing complexity.

New series for economiser operation – ORBIT FIT

Extended application limits for ORBIT FIT

Application limits for ORBIT+

R410A, R452B, R454B R32
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tc Condensing temperature [°C]
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R410A, R452B, R454B R32
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Verdichtertyp Motor
Version

Förder-
volumen
bei	50Hz

Anzahl
der
Zylinder

Kälteleistung

Qo (kW) 
 to / tc =  to / tc = 
 -35°C / -10°C / 
 -5°C 20°C

Leistungs-
aufnahme

Pe (kW) 
 to / tc =  to / tc = 
 -35°C / -10°C / 
 -5°C 20°C

Ölfüllung

⑤

Gewicht  Rohr- 
 anschlüsse

④

DL        SL

Motor Elektrische Daten

Max.
Betriebs-
strom

Anlauf- 
strom 
(Rotor 
blockiert)

m3/h kW kW kW kW dm3 kg Zoll Zoll V	① A	② A	③

Technische Daten und Leistungswerte

Leistungsdaten 50 Hz
bezogen	auf	20	K	Sauggasüberhitzung	und	Verdichter	mit	Saug-	und	Druckabsperrventil	ohne	Unterkühlung	
entspr.	EN12900.
ECOLINE Serie für subkritische CO2-Anwendungen mit hohen Stillstandsdrücken

2MME-07K 2 1,73 2 2,61 0,71 1,2 79 1/2 5/8

∆ 
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.2
90
V	

∆-
3-

60
H

z,
 4
40
..4
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V	
Y-
3-
60
H
z

5,1/2,9 45/26

2MME-1K 1 1,73 2 4,59 1,23 1,2 81 1/2 5/8 5,6/3,2 45/26

2KME-1K 2 2,71 2 4,36 1,17 1,2 81 1/2 5/8 6,5/3,7 45/26

2KME-2K 1 2,71 2 7,52 2,00 1,2 83 1/2 5/8 8,6/5,0 61/37

2JME-2K 2 3,48 2 5,61 1,52 1,2 83 1/2 5/8 9,1/5,3 61/37

2JME-3K 1 3,48 2 9,76 2,56 1,2 85 1/2 5/8 10,1/5,8 61/37

2HME-3K 2 4,34 2 7,27 1,91 1,2 85 1/2 5/8 10,7/6,2 77/44

2HME-4K 1 4,34 2 12,04 3,33 1,2 87 1/2 5/8 12,7/7,3 77/44

2GME-3K 2 5,05 2 8,67 2,23 1,2 87 1/2 5/8 11,9/6,9 77/44

2GME-4K 1 5,05 2 14,19 3,93 1,2 89 1/2 5/8 14,6/8,5 77/44

2FME-4K 2 6,36 2 11,16 2,85 1,2 89 1/2 5/8 14,6/8,4 77/44

2FME-5K 1 6,36 2 17,78 4,79 1,2 91 1/2 5/8 17,3/10,0 108/62

2EME-4K 2 7,81 2 13,86 3,41 1,2 91 5/8 7/8 17,3/10,0 108/62

2EME-5K 1 7,81 2 23,00 5,62 1,2 93 5/8 7/8 20,7/12,0 143/82

2DME-5K 2 9,22 2 16,40 4,01 1,2 93 5/8 7/8 20,0/11,6 108/62

2DME-7K 1 9,22 2 27,30 6,90 1,2 96 5/8 7/8 24,7/14,3 143/82

4FME-7K 2 12,41 4 21,70 5,27 2,0 117 5/8 1 1/8 25,6/14,8 143/82

4EME-9K 2 15,62 4 27,45 6,63 2,0 119 5/8 1 1/8 32,6/18,8 188/97

4DME-10K 2 18,45 4 32,60 7,80 2,0 119 7/8 1 1/8 37,8/21,8 168/97

4TME-20K 2 34,73 4 63,10 15,30 2,6 186 1 1/8 1 3/8
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4PME-25K 2 41,33 4 76,80 18,60 2,6 210 1 1/8 1 3/8 52,9 135/220

6TME-35K 2 54,57 6 100,40 24,00 2,8 232 1 3/8 1 5/8 67,9 165/275

6PME-40K 2 64,94 6 122,00 29,20 2,8 237 1 3/8 1 5/8 82,8 219/362

Erläuterungen

①	Toleranz	(±10%)	bezogen	auf	Mittelwert	des	Spannungsbereichs.	
Andere Spannungen auf Anfrage.

②	Für	die	Auslegung	von	Schützen,	Zuleitungen	und	Sicherungen	
max.	Betriebsstrom/max.	Leistungsaufnahme	berücksichtigen.	 
Ein	schneller	Überstromschutzschalter	ist	erforderlich.

	 Schütze:	Gebrauchskategorie	AC3
③	Daten	für	Verdichter	mit	Spannungsbereich	

380	..	420	V	(220	..	240	V)	basieren	auf	Mittelwert	400	V	(230	V).
	 Umrechnungsfaktor:
	 380	V	(220	V)	0.95
	 420	V	(240	V)	1.05
④	Rohranschlüsse	können	je	nach	gewähltem	Absperrventil	variie-

ren.	Siehe	Betriebsanleitung	KB-120.
⑤	Ölfüllung:	 

BSE60K – z. B. für Kaskadenanwendungen 
BSE85K – z. B. für Booster-Anwendungen 
BSG68K – Option

Ölsumpfheizung
//	 230V
	 –	 	2MME-07K	..	4DME-10K:	0	..	120	W
	 –	 	4TME-20K	..	6PME-40K:	0	..	140	W 

PTC-Heizung	selbst-regulierend

  Ölheizung ist grundsätzlich erforderlich wegen hoher  
CO2-	Löslichkeit	im	Öl.

Vorläufige	Daten.
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BITZER has developed the new ORBIT+ series featuring the 
line start permanent magnet motor technology (LSPM) in order 
to address the new needs of the scroll chiller market in terms 
of efficiency. From January 2018 (Tier 1) and 2021 (Tier 2) on, 
air conditioning chillers must meet the requirements of the EU 
Ecodesign Regulation 2016/2281. For placing a product on the 
market, the Minimum Energy Performance Standards (MEPS) 
must be complied with and declared by the manufacturer. In 
its new ORBIT+ series BITZER has already implemented the 
necessary measures at an early stage in order to comply with 
or even exceed these efficiency criteria. 

The LSPM motor takes the compressor efficiency to a new 
level and increases the seasonal performance. The technology 
combines the efficiency of a permanent magnet motor with the 

robustness and easy use of an asynchronous motor. The rotor 
of a LSPM motor synchronizes with the operating frequency 
and rotor induction losses become zero. Increased efficiency 
over the complete working range of the motor is achieved. The 
LSPM motor can either be connected directly to the power 
supply system or be operated with a frequency inverter. 

Due to this intelligent improvement, the new ORBIT+ series 
helps to fulfil the EU Ecodesign requirements without making 
changes to the chiller platform necessary. Whereas the cooling  
capacity is increased by 3-5% in air- and water-cooled systems, 
the seasonal performance (SEER/IPLV) is increased even by 
5-8%. A high seasonal performance reduces the TEWI (Total 
Equivalent Warming Impact) and operating costs and thus 
minimizes the A/C industry’s contribution to global warming.

New series with LSPM motor  –  ORBIT+

6,0%

4,0%

2,0%

40,0%

40

40

tons

tons*

30

30

20

20

10

10

40

40

ES
D8
18
2

ES
D8
18
2

ES
D8
23
5

ES
D8
23
5

ES
D8
29
5

ES
D8
29
5

ES
D8
38
5

ES
D8
38
5

ES
D8
42
1

ES
D8
42
1

GSU60
12

0V
A

GSU60
23

5V
A

GSU80
29

5V
A

GSU80
42

1V
A

3-5% higher cooling capacity

SEER: Sensonal Energy Efficiency Ratio according to EN 14825
IPLV: Integrated Part Load Value according to AHRI550/590
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Legende für Anschlüsse siehe Seite 15

Maßzeichnungen

2NSL-05K .. 2FSL-4K

2ESL-4K .. 2CSL-6K

4FSL-7K .. 4CSL-12K

Verdichtertyp A

mm

D1

mm

F

mm

J

mm

2NSL-05K .. 2HSL-3K 343 65 148 247
2GSL-3K & 2FSL-4K 373 95 178 277

Verdichtertyp A

mm

D1

mm

F

mm

J

mm

K

mm

L

mm

4FSL-7K, 4ESL-9K 464 101 247 387 37 306
4DSL-10K 464 101 247 387 42 310
4CSL-12K 497 134 280 420 42 310
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BITZER's new Flexible Injection Technology (FIT) enables 
economised operation in a whole new class of scroll HVAC 
systems with both todays and tomorrows refrigerants. System 
designers can realize up to 15% additional cooling capacity, 
and around 5% increase in full load efficiency in cooling only 
systems. And, in reversible and heat pump applications, the 
benefits can more than double.

BITZER's ORBIT FIT maintains current mounting and 
connecting locations, allowing designers the option of utilizing 
BITZER Advanced Header Technology (BAHT) and even 
variable speed drives to create systems targeted to their 
budget, value and life-cycle customers, and with reduced 
manufacturing complexity.

New series for economiser operation – ORBIT FIT

Extended application limits for ORBIT FIT

Application limits for ORBIT+
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Maßzeichnungen

4VSL-15K .. 4TSL-20K

4PSL-25K .. 4NSL-30K

Verdichtertyp G

mm

H

mm

J

mm

K

mm

L

mm

M

mm

4VSL-15K 56 339 526 42 373 18
4TSL-20K 64 342 533 56 378 25
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BITZER has developed the new ORBIT+ series featuring the 
line start permanent magnet motor technology (LSPM) in order 
to address the new needs of the scroll chiller market in terms 
of efficiency. From January 2018 (Tier 1) and 2021 (Tier 2) on, 
air conditioning chillers must meet the requirements of the EU 
Ecodesign Regulation 2016/2281. For placing a product on the 
market, the Minimum Energy Performance Standards (MEPS) 
must be complied with and declared by the manufacturer. In 
its new ORBIT+ series BITZER has already implemented the 
necessary measures at an early stage in order to comply with 
or even exceed these efficiency criteria. 

The LSPM motor takes the compressor efficiency to a new 
level and increases the seasonal performance. The technology 
combines the efficiency of a permanent magnet motor with the 

robustness and easy use of an asynchronous motor. The rotor 
of a LSPM motor synchronizes with the operating frequency 
and rotor induction losses become zero. Increased efficiency 
over the complete working range of the motor is achieved. The 
LSPM motor can either be connected directly to the power 
supply system or be operated with a frequency inverter. 

Due to this intelligent improvement, the new ORBIT+ series 
helps to fulfil the EU Ecodesign requirements without making 
changes to the chiller platform necessary. Whereas the cooling  
capacity is increased by 3-5% in air- and water-cooled systems, 
the seasonal performance (SEER/IPLV) is increased even by 
5-8%. A high seasonal performance reduces the TEWI (Total 
Equivalent Warming Impact) and operating costs and thus 
minimizes the A/C industry’s contribution to global warming.

New series with LSPM motor  –  ORBIT+
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SEER: Sensonal Energy Efficiency Ratio according to EN 14825
IPLV: Integrated Part Load Value according to AHRI550/590
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Maßzeichnungen

Legende für Anschlüsse siehe Seite 15

2MME-07K .. 2DME-7K

4FME-7K .. 4DME-10K

Verdichtertyp B

mm

F

mm

G

mm

J

mm

K

mm

L

mm

DL

Zoll

SL

Zoll

2MME-07K .. 2FME-5K 311 174 37 145 32 264 1/2 5/8
2EME-4K .. 2DME-7K 319 182 58 149 37 268 5/8 7/8

Verdichtertyp K

mm

L

mm

DL

Zoll

SL

Zoll

4FME-7K, 4EME-9K 49 308 5/8 1 1/8
4DME-10K 58 312 7/8 1 1/8
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BITZER's new Flexible Injection Technology (FIT) enables 
economised operation in a whole new class of scroll HVAC 
systems with both todays and tomorrows refrigerants. System 
designers can realize up to 15% additional cooling capacity, 
and around 5% increase in full load efficiency in cooling only 
systems. And, in reversible and heat pump applications, the 
benefits can more than double.

BITZER's ORBIT FIT maintains current mounting and 
connecting locations, allowing designers the option of utilizing 
BITZER Advanced Header Technology (BAHT) and even 
variable speed drives to create systems targeted to their 
budget, value and life-cycle customers, and with reduced 
manufacturing complexity.

New series for economiser operation – ORBIT FIT

Extended application limits for ORBIT FIT

Application limits for ORBIT+

R410A, R452B, R454B R32
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Anschlusspositionen

 1  Hochdruckanschluss (HP) 
Anschluss für Hochdruckschalter (HP)

 2  Zusätzlicher Hochdruckanschluss 
(z. B. Hochdruckmessumformer)

 3  Niederdruckanschluss (LP) 
Anschluss für Niederdruckschalter (LP)

 5 Öleinfüllstopfen
 6	 Ölablass
 9	 Anschluss	für	Öl-	und	Gasausgleich		(Parallelbetrieb)
10 Anschluss für Ölheizung
11 Öldruckanschluss +
12 Öldruckanschluss –
16	 Anschluss	für	Ölüberwachung	 

(opto-elektronische	Ölüberwachung	„OLC-K1“	 
oder	Öldifferenzdruckschalter	„Delta-PII“)	 

SL	 Saugabsperrventil
DL	 Druckabsperrventil

4TME-20K .. 4PME-25K

Maßzeichnungen

6TME-35K .. 6PME-40K
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